








SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

100
rpm

Th 11

Stuffing
box

40 Hp
ADPE

Ø 2800
Th 8+3

AA

B
6”

6” 6”
4”

10”

16”

C

D

D

3050

3550

NOT

Man hole 2 x 18"

Product inlet 4"

Product outlet 6"

3"Heating medium in-out

C.S. Plated AISI 304 Carbon Steel

02

RAJ.180.0569

                                                               NE
11000

X

18.000

RAJ 0570 91 R4180

http://www.coprinox.com/foto/r0570.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

R 1099

D
C

26 RPM

Ø 2984 x Th. 8

1"
1"

1"
1"

E

A

B

2"
1"

1"

2"

8"

2"

N° 6 Tubi Ø 168 x 2.000 (lungh. media)
Superficie di scambio tot.: 6 mq.

E

E

E

E

E

E

4 Poli - 45 KW - 60 HP - 26 RPM
8 Poli - 33 KW - 45 HP - 13 RPM

F.B.M.

MI 309476

Man hole 20"

Vapours  outlet 12"

Product outlet 10"

2"

N° 6

Heating medium in-out

8"

AISI  304 Carbon Steel

3,5

05

R 1082/1083/1084/1099

2,5

X

18.000

RASC 1081 98 S1180

http://www.coprinox.com/foto/r1081.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

R 1099

D
C

26 RPM

Ø 2984 x Th. 8

1"
1"

1"
1"

E

A

B

2"
1"

1"

2"

8"

2"

N° 6 Tubi Ø 168 x 2.000 (lungh. media)
Superficie di scambio tot.: 6 mq.

E

E

E

E

E

E

4 Poli - 45 KW - 60 HP - 26 RPM
8 Poli - 33 KW - 45 HP - 13 RPM

F.B.M.

MI 274180

Man hole 20"

Vapours  outlet 12"

Product outlet 10"

2"

N° 6

Heating medium in-out

8"

AISI  304 Carbon Steel

3,5

05

R 1081/1083/1084/1099

2,5

5800

X

18.000

RASC 1082 98 S1180

http://www.coprinox.com/foto/r1081.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

R 1099

D
C

26 RPM

Ø 2984 x Th. 8

1"
1"

1"
1"

E

A

B

2"
1"

1"

2"

8"

2"

N° 6 Tubi Ø 168 x 2.000 (lungh. media)
Superficie di scambio tot.: 6 mq.

E

E

E

E

E

E

4 Poli - 45 KW - 60 HP - 26 RPM
8 Poli - 33 KW - 45 HP - 13 RPM

F.B.M.

MI 274182

Man hole 20"

Vapours  outlet 12"

Product outlet 10"

2"

N° 6

Heating medium in-out

8"

AISI  304 Carbon Steel

3,5

05

R 1081/1082/1083/1099

2,5

X

18.000

RASC 1084 98 S1180

http://www.coprinox.com/foto/r1081.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

R 1099

D
C

26 RPM

Ø 2984 x Th. 8

1"
1"

1"
1"

E

A

B

2"
1"

1"

2"

8"

2"

N° 6 Tubi Ø 168 x 2.000 (lungh. media)
Superficie di scambio tot.: 6 mq.

E

E

E

E

E

E

4 Poli - 45 KW - 60 HP - 26 RPM
8 Poli - 33 KW - 45 HP - 13 RPM

F.B.M.

MI 274181

Man hole 20"

Vapours  outlet 12"

Product outlet 10"

2"

N° 6

Heating medium in-out

8"

AISI  304 Carbon Steel

3,5

05

R 1081/1082/1084/1099

2,5

X

18.000

RASC 1083 98 S1180

http://www.coprinox.com/foto/r1083.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

R 1099

D
C

26 RPM

Ø 2984 x Th. 8

1"
1"

1"
1"

E

A

B

2"
1"

1"

2"

8"

2"

N° 6 Tubi Ø 168 x 2.000 (lungh. media)
Superficie di scambio tot.: 6 mq.

E

E

E

E

E

E

4 Poli - 45 KW - 60 HP - 26 RPM
8 Poli - 33 KW - 45 HP - 13 RPM

F.B.M.

MI 309475

Man hole 20"

Vapours  outlet 12"

Product outlet 10"

2"

N° 6

Heating medium in-out

8"

AISI  304 Carbon Steel

3,5

05

R 1081/1082/1083/1084

2,5

X

18.000

RASC 1099 98 S1180

http://www.coprinox.com/foto/r1099.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

Ø 2700
Th 9

600

1850

350

1300

500

4”

3”

1”

4”
4”

4”

20”

6”

4” 3/4”

6”
3”

4” 4”

20”

NOZZLE FOR AGITATOR

NOT

AISI  304 AISI  304

01

ALL' INTERNO C'E' L'AGITATORE

9000

X

20.000

RAS 0554 88 R4200

http://www.coprinox.com/foto/r0554.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

71 rpm

Stuffing
box

Ø 2800
Th 6+2

Th 9

1450

4000

1/2”

1/2”1/2”

1/2”

1/2”
3”

2”

E

E

A

B

D

D
C

1/2”
1/2”

3”

F.B.M.

NOT

Man hole 16"

Product inlet 3"

Product outlet 3"

2"

Sigth glass

Heating medium in-out

4"

AISI  304 Carbon Steel

01

9000

X

20.000

RAJ 0451 90 S2200

http://www.coprinox.com/foto/r0451.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

Ø 2514  Th 7

2200

4535

870

925

A

R 1:77 ADPE
1400 RPM
17,5 HP

Stuffing box

9 RPM

C

A

B

B

D

E

E

1/4"

1" 1/4

3/4"

1" 1/4

IND MECC DI 

CR 22797

Man hole 20"

Product inlet 5"

Product outlet 6"

2"1/2

Sigth glass 4"

AISI  304

80

04

RAC.0937/0938/0943

3,5

9640

X

23.000

RAC 0936 96 C5230

http://www.coprinox.com/foto/r0943.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

Ø 2514  Th 7

2200

4535

870

925

A

R 1:77 ADPE
1400 RPM
17,5 HP

Stuffing box

9 RPM

C

A

B

B

D

E

E

1/4"

1" 1/4

3/4"

1" 1/4

OFFREDI

MI 533607

Man hole 20"

Product inlet 5"

Product outlet 6"

4"

Sigth glass 4"

AISI  304

04

RAC.0936/0937/0943

3,5

9640

X

23.000

RAC 0938 96 R1230

http://www.coprinox.com/foto/r0943.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

11 Kw
ADPE

Stuffing
box

Ø 3000
Th 12+3

A

B

A

D

E

E

D

C

4”

4”

4”

4”

4”

4”4”

6”

Th 8,5

3640

3220

1000

20 rpm

F.B.M.

MI 384662

Product outlet 4"

Product inlet 20"

Man hole 20"

4"

Sigth glass

Heating medium in-out

3"

AISI  316 Carbon Steel

Atm

03

RAJC.250.0224/0227/0850

5

15500

X

25.000

RAJC 0225 89 R4250

http://www.coprinox.com/foto/r0225.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

Ø 2800
Th 12+3

B

BC

A

4”

1”

14”

12”

12”

1”

4”

4”

4”

2600

3520

Stuffing
box

F.B.M.

TR 3849

Product outlet 4"

Product inlet 20"

Man hole 20"

4"

Sigth glass

Heating medium in-out

3"

AISI  304 Carbon Steel

Atm

01

RAJC.250.0224/0225/0850

5

15500

X

25.000

RAJC 0227 89 R4250

http://www.coprinox.com/foto/r0227.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

11 Kw
ADPE

Stuffing
box

Ø 3000
Th 12+3

A

B

A

D

E

E

D

C

4”

4”

4”

4”

4”

4”4”

6”

Th 8,5

3640

3220

1000

20 rpm

F.B.M.

MI 350761

Product outlet 4"

Product inlet 20"

Man hole 20"

4"

Sigth glass

Heating medium in-out

3"

AISI  304 Carbon Steel

Atm

03

RAJC.250.0224/0225/0227

WITHOUT AGITATOR AND DRIVE

5

15500

X

25.000

RAJC 0850 95 R4250

http://www.coprinox.com/foto/r0850.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

11 Kw
ADPE

Stuffing
box

Ø 3000
Th 12+3

A

B

A

D

E

E

D

C

4”

4”

4”

4”

4”

4”4”

6”

Th 8,5

3640

3220

1000

20 rpm

F.B.M.

MI 339765

Man hole 18"

Heating medium in-out 4"

Product outlet 4"

AISI  316 Carbon Steel

Atm.

01

5+V

12000

X

25.000

RAJC 1155 99 R4250

http://www.coprinox.com/foto/r1155.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

Øe 2418
Th 9

11 rpm

A 6” 1” 1” 1” B 2” 3”3” E

D

D

C

20 Hp
4100

8000

F.B.M.

BG 54836

Product inlet 12"

Vapours  outlet 20"

Product outlet 6"

1"1/2

Man hole

Heating medium in-out

24"

AISI  316 AISI  304

80

01

3

13200

X

27.500

ROSC 0171 90 S1270

http://www.coprinox.com/foto/r0171.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

NICOLA E ALBIA

MI 642542

Man hole 20"

Vapours  outlet 12"

Product outlet 10"

2"

Product inlet

Heating medium in-out

3"

150 °

AISI  304 Carbon Steel

3,5

150 °

01

INTERNAL  SURFACES: MIRROR POLISHED

2,5

X

27.000

RASC 1079 98 S1270

http://www.coprinox.com/foto/r1079.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

8”

6”

5”

2”

1”

1/2”

A

B

C

6”

6”

1/2”

C

C

C

Mechanical
seal

Without el.motor
40 Hp

 90
rpm

2050

800

3500

2500

Øe 3432
Th 14+2

N°8 ed equidistanti

ZANON

VI 168336

Man hole 26"

Product outlet 8"

Heating medium in-out 6"

99

AISI  304 Carbon Steel

99

01

NF. 4508

INTERNAL EXCHANGE: 14 sqm       LI-FON

2,5

18400

X

42.000

RAJC 0210 89 P4420

http://www.coprinox.com/foto/r0210.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

25 Hp

R  1:70

B

C

D

E

 13
rpm6200

700

2500

Ø 3100
Th 8

10”10”

2”
2” 2” 2”

Sight glass 4”

3”

1”

1/2”

A

8”
Mechanical
seal

COSMIN 1968

CA 2159

Man hole 20"

Product inlet 8"

Product outlet 8"

3"

Vacuum

Spare nozzle

1"

AISI  304

80

01

4/VAC.

14160

X

43.900

RAC 0944 96 C2439

http://www.coprinox.com/foto/r0944.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

A

B

3”

3”

3”

3”

3”
3”

Ø 3440
Th 4,5

5000

2500

Stuffing
box

Approx 15 kw

NOT

Man hole 20"

Product outlet 6"

AISI  304

01

11500

X

46.000

RA 0214 87 R4460

http://www.coprinox.com/foto/r0214.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

Ø 3400
Th 13+2

6360

B

C

D

20
rpm

Stuffing
box

2000

A

B

4”

4” 4”
4”

4”

4”

4”

4”
4”

FBM

MI 425827

Man hole 26"

Product outlet 6"

Vapours outlet 8"

5"Product inlet

CS PLATED AISI 304

100

01

HP DRIVE 25*RPM 20

500 V

2,5

14800

X

53.000

RAC 0180 87 P4600

http://www.coprinox.com/foto/r0180.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

C

A B

R  1:72,5

700

2300

7200

B

3"

5"

A
3"

Stuffing box

3"

3"

11 Kw
ADPE

Ø 3200       Th 5,5

Th 6

NOT

Man hole 20"

Product inlet 4"

Product outlet 5"

AISI  304

01

4800

X

61.000

RA 0907 96 R4610

http://www.coprinox.com/foto/r0907.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

7810

3350

Øi 3400

Th 14+2

135 Kw

Mechanical
seal

122
rpm Heating surface for jacket 81 m2

Heating surface for int. coil 36 m2

N° 8

2”

2”1/2

C

C

A

2”

2”

2”

2”1/2

2”1/2

2”1/2

2”1/2

2”1/2

D

6”

6”

B

Øe 3562

Th 12

ZANON

VI 167251

Product inlet 4"

Product outlet 3"

Distilled outlet 2 x 4"

20"Man hole

135

AISI  304 Carbon Steel

4,2

135

02

12

33500

X

64.000

RAJC 0206 89 F2640

http://www.coprinox.com/foto/r0206.jpg


SPA

Availability in stock n° Pos

NOTE

SHELL SIDE JACKET/COIL SIDE

Design  Pressure  KG/cm2

Design  Temperature   °C

Material

ANCC  or  ISPESL certification: NOZZLE  DIMENSIONS

Service Size inch.

A
B
C
D
E

USED

UNUSED

WEIGHT (approx) Kg

Code  n° Location ref:

MANUFACTURER:

AGITATED VESSEL

USED RECONDITIONED

CAPACITY LITERS

units

7810

3350

Øi 3400

Th 14+2

135 Kw

Mechanical
seal

122
rpm Heating surface for jacket 81 m2

Heating surface for int. coil 36 m2

N° 8

2”

2”1/2

C

C

A

2”

2”

2”

2”1/2

2”1/2

2”1/2

2”1/2

2”1/2

D

6”

6”

B

Øe 3562

Th 12

ZANON

VI 167252

Product inlet 4"

Product outlet 26" - 3"

Distilled outlet 2 x 4"

20"Man hole

135

AISI  304 Carbon Steel

4,2

135

02

12

33500

X

64.000

RAJC 0207 89 F2640

http://www.coprinox.com/foto/r0206.jpg


Tel: +39 0377 51209

Fax: +39 0377 451114

Email: info@coprinox.com

Address:

Coprinox SpA

Via delle Industrie 2

26862 Guardamiglio (LODI)

ITALY

http://www.coprinox.com
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